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SUBJECT:
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Division Engineers
Bridge Mainrenance

It is our policy to use reinforced bridge approach fills for alr bridges with a few
exceptions: please. refer to our letrer dated May 1 g. 1999 for this policy. Effective
immediately the Soils and Foundation Design Section will not submit a letter to
Roadway Project Engineer to recommend using the reinforced bridge approach fills. we
u'ill provide a letter to Roadway Project Engineer if we specificallyrecommend not usine
the reinforced approach fills.

If vou have anl quesrions or comments. please advise.
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ATTENTION: Mr. Greq Perteni,  P.E. /  ,4

FRO\I:  J.  F. Ledbeuer.  l r . .P.E. lJ {

SUBJECT: Reinforced Bridge ApirAJr,,,, 

-

As vou are axare. ir is our policy to recommend reinforced bridge approach iills
for all bridge projects wirh few exceprions. we have discovered two exceptions up to ihis
point. They are bridges rvithout bridge approach slabs and bridge u,idening projects rn
u'hich the width of bridee widening is less than five feer. If you would like to add or
modifu exceptions to this policy, please let me know.

In staged bridge construcrion projects where temporary shoring is used between
the stages- the fabric layers ofreinfoiced bridge approach fills become discontinuous ar
the shoring location. ln such cases, we recommend no folding of fabric layers on the
edges at the shoring location. The cirainage pipe (4" diameter) will also be discontinuous
at the shoring. and it shall be sloped such that the *'ater flor.r,s awav from the shoring
location to outside ofthe reinforced approach fills. In some cases the pipe may be
omined, and drainage through the *,eep holes will have to suffice. we plan ro revise the-.�
standard drawings of reiniorced bridee approach fills to incorporare this special situation.

For bridges wirhout reinforced bridge approach fills. the soils and Foundarion
Section will modifo the standard nore for r,r'aiting period and include it on our foundation
reccrnmenCations as a special note.

If Iou have an) questions or comments. please advise.
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